INSTALLATION
Surface Preparation :
Before starting to grout remove spacers and debris in
grout joints and remove dust and dirt using a wet sponge. Do
not leave water standing in joints. Room temperature must be
between 4 deg C and 32 deg C. Apply grout release or sealer
if necessary.
Mixing :
Use approximately 300 ml of water 10kg of Renafix tile
grout powder. Place portable water in a clean mixing
container and add grout powder slowly. Mix by hand or with a
slow speed mixer to a smooth stiff consistency. Allow to slake
for 5-10 minutes and remix.
Application :
Dampen tile surface with water. Spread with a sharp, firm
rubber grout float. Work the grout paste into the joints until
completely filled. Use diagonal strokes to pack the joints.
Ensure that joint is filled and grout is not just sitting on top (i.e.
“bridging the joint”).
Cleaning
Grout Primary Cleaning
Remove excess grout from the face of the tiles with the
edge of the grout float. Hold the float at a 90 degree angle and
pull it at a 45 degree angle diagonally across the joints and tile
to avoid pulling out the material.
Grout Secondary Cleaning
Remove remaining grout with a damp sponge (not wet)
or a damp towel. Work diagonally to the joints. Allow to dry.
When the grout joints are firm, polish the surface with a
coarse nylon pad or coarse cloth and minimal water.
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GROUT SHADES

Available in attractive of 15 shades

AVAILABLE COLOURS
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TILE GROUT

U Non- Shrinking
U Non- Cracking
U Easy Application
U Easy Maintenance

AVAILABLE COLOURS

•Bright white

•Platinum

•Antique white

•Slate Grey

•Almond

•Midnight Black

•Beige

•Burgundy

•Ivy

•Canyon Red

•Inca Gold

•Alpine Blue

•Sierra Sunrise

•Aqua Blue

•Natural Grey

